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Type Product Announcement 
Product Support 
End of Life 
Pricing 
Sales & Marketing 
Training 

Region Applicable APAC EMEA NAM All  

Subject AP832 support of PoE over Shielded Twisted Pair 
(STP) 

Field Notice Date February 27, 2014 

Effective Date February 27, 2014 

Notice Number: FN-PS-AP832-022714-01 

Notice 

This field notice is provided on an “as is” basis and does not imply any kind of guarantee or warranty, including the 
warranty of merchantability. Your use of the information on the field notice or materials linked from the field 
notice is at your own risk. Meru reserves the right to change or update this field notice at any time. 

Summary 

AP832 not powering on PoE switch using STP (Shielded Twisted Pair) cables 

Description of Field Notice 

Interoperability with STP (Shielded Twisted Pair) cables while using a POE switch  

 Recommendations  
1. Use only UTP (unshielded cable)  

2. If they already have the facility wired with STP/FTP cables they need to use an adapter (unshielded coupler)*  

either on the switch side or AP's side that converts STP/FTP to UTP 

*Any standard off-the-shelf unshielded coupler will apply 

Trademarks 

Meru and Meru Networks are trademarks or registered trademarks of Meru Networks in the United States. Other company and product names may be 
trademarks of the respective companies with which they are associated.  
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